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APPLICATIONS
Brewery Cleaning
> Tank and line cleaning
> Beer tap and line cleaning
> Soak cleaning of equipment  
 and parts

PACKAGING
24/1 lb jars  .  .  .  .  .  .  .  .  .  .  .  . BPGP67-01
4/8 lb jars   .  .  .  .  .  .  .  .  .  .  .  . BPFC67-40
50 lb pails   .  .  .  .  .  .  .  .  .  .  .  . BPGP67-46

SPECIFICATIONS
Color  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . White
Fragrance   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . None
pH Range  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 11.5 - 12.2
Dilution   .  .  .  .  .  .  .  .  .  .  .  . 1 - 4 oz. / gal.
Density  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 8.42

DESCRIPTION
TLC is a powdered, soft metal safe alternative to heavy caustic circulation 
cleaners. The special blend of alkaline builders, water conditioners, low 
foaming surfactant, and active oxygen are effective at removing a wide 
variety of organic and proteinaceous soils.

sisbrew.com

Tank & Line Cleaner
For Brewers & Homebrewers

DIRECTIONS
RECOMMENDED USE: Use 1 to 4 ounces of product per gallon of water. 
Circulate solution through tank and pipes at designated temperature and  
time.  Flush cleaning solution to drain. Thoroughly rinse all equipment 
tanks and l ine remove all  residual soil  and cleaning solution.  
NOTE: Circulation temperature and time are dependent upon equipment 
type  and soil load.


